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SPECIFICATIONS
Table Surface

T Slots

Longitudinal Traverse = X 157" (4,000 mm)
Cross Traverse =Y

Vertical Traverse = Z

Max. Weight on the Table
Spindle Taper

Speed Range

Main Motor Power

Constant Torque until 250™"
Rapid Feed

Machine Net Weight

Milling Heads

56,215 Ib. (25,500 kg)

*OPTIONAL

Under Request
0.27" x 0.07” x 086" x 6" (7 x 2 x 22 x 160 mm)
197” (5,000 mm) 236" (6,000 mm) 315" (8,000 mm)

59” (1,500 mm)

98” (2,500 mm) 118” (3,000 mm)*
Under Request
50 DIN 69871/A

3,000 RPM (4,000 / 5,000 RPM)*

50 - 62 HP (37 - 46 kW)
959 ft-Ib (1,300 Nm)
787 in/min (20,000 mm/min)
58,422 Ib. (26,500 kg) (60,627 Ib. (27,500 kg) | 65,036 Ib. (29,500 kg)
LU 40 /LO 40/ LH 240 / LH 650

394" (10,000 mm) | 472" (12,000 mm)

69,446 Ib. (31,500 kg) | 73,855 Ib. (33,500 kg)

B A C

UNIVERSAL AUTOMATIC
MILLING HEAD LU A
38 HP (28 kW)

790 ft-1b (1,070 Nm)
Pos. 2.5° x 2,5°
S: 3,000 - 4,000 RPM

UNIVERSAL AUTOMATIC
COOLED MILLING HEAD LU A
38 HP (28 kW)

790 ft-1b (1,070 Nm)

Pes. 2.5 x 2.5°
S: 6,000 RPM

UNIVERSAL AUTOMATIC
MILLING HEAD LU 40
38 HP (28 kW)

790 ft-1b (1,070 Nm)
Pos. 1°x 1°
S: 3,000 - 5,000 RPM

ORTHOGONAL AUTOMATIC
MILLING HEAD LO 40
38 HP (28 kW)
790 ft-1b (1,070 Nm)
Pos. 1°x 1°
S: 4,000 - 5,000 RPM

HORIZONTAL HORIZONTAL
MILLING HEAD LH 290 MILLING HEAD LH 650
38 HP (28 kW) 38 HP (28 kW)

790 ft-Ib (1,070 Nm) 790 ft-Ib (1,070 Nm)
S: 4,000 RPM S: 3,000 RPM
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